
PRODUCT DESCRIPTION:
Mens A/B grade pigskin grain leather mig tig welder glove, straight 
thumb, 4” cowhide split leather cuff, unlined palm, Kevlar stitched.

• PIP mig tig welder’s gloves are made of all leather construction   
  and have no inside linings. 
 • Provides superior workmanship, dexterity and light heat 
  protection. 
 • Sewn with Kevlar® thread to prolong glove life and protect seams 
  from burning.

Applications:

 Ideal for mig tig welding and automotive assembly. 

DIMENSIONS:

Size Available            S M L XL
Over Length (cm) – A 28.0 29.25 30.5 31.75 
                      (in) 11.0 11.5 12.0 12.5 
Palm Width (cm) – B 11.5 12.0 12.75 13.25
                     (in) 4.5 4.7 5.0 5.2
Cuff Length (cm) – C 10.25 10.25 10.25 10.25 
                      (in) 4.0 4.0 4.0 4.0 

Thickness                            <-------------- 1.1 (+/- 0.1) mm ------------------>

BARCODE # DOZEN CASE      

75-320/XL 01616314010620 02616314010620
75-320/L 01616314010613 02616314010613
75-320/M 01616314010606 02616314010606
75-320/S 01616314010590 02616314010590

A
B

TECHNICAL DATA:
Material: Top grain pigskin leather, cowhide split leather
Construction: 100% leather
Color: Beige, gray
Cuff Style: Full leather gauntlet cuff
Available Sizes: S-XL
Packaging: 12 pair per dozen, 6 dozen per case
Case Dimensions: (S) cm - 26 x 30 x 48 / in - 10.2 x 11.8 x 18.9
                 (M) cm - 27 x 31 x 48 / in - 10.6 x 12.2 x 18.9
                 (L) cm - 28 x 32 x 48 / in - 11.0 x 12.6 x 18.9
                 (XL) cm - 29 x 33 x 48 / in - 11.4 x 13.0 x 18.9 
Case Weight: (S) 27.0 lbs / 12.2 kg
         (M) 27.7 lbs / 12.6 kg
         (L) 30.7 lbs / 13.9 kg
         (XL) 28.7 lbs / 13.0 kg 
Country of Origin/Harmonization Code: China/4203.29.3010

This document is the property of PIP and the information contained herein is proprietary to PIP.
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