
PIP® 
Pyrad Fabric by Gore-Tex Labs AR/FR Jacket- 40
Cal/cm2

Gore Pyrad Fabric Technology- 40 Cal/cm2
Increased ease of motion with less muscular fatigue while
performing the task
Designed to be very breathable, based on the Hohenstein Institute's
RET value rating
20% lighter than other premium products on the market, providing
the lightest weight 40cal arc protection below 10oz
Nomex® zipper adds flame resistance and durability for secure,
lasting melt-proof protection
Single layer 9.5oz
Meets NFPA 70E, ASTM F1506, ASTM F1959, OSHA 1910.269
2% Carbon Fibers

Technical Data

Color Gray
Sizes Available S-5XL
Packaging Bagged Each
Packed 10/Case
Case Dimensions (in) --
Case Weight (lbs) 16.40
Country of Origin United States
Clothing Type Jackets
Weight 9oz
Hide --
Closure Zipper
Construction --
Certifications NFPA 70E, ASTM F1506, TAA

Compliant
Product Circularity Reusable / Launderable

Performance Data
PPE Category 4
ARC Rating 40 cal/cm2
ANSI Type/Class --

SPECIFICATION SHEET
STYLE: 9100-524PYR
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SKU Information
SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)
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